
CONTROLLERS &
TRANSFORMERS

12V 1.25A AC-DC UniVersAl Power sUPPly sPeC sHeeT

•	 				12V	regulated	output
•	 				1.25	Amps
•	 				15	Watt
•	 				In	line	EMI/RFI	filter
•	 				Universal	AC	Input	90-264Vac
•	 				Low	Ripple	Noise
•	 				No	minimum	load	requirement
•	 				100%	burn	in	test
•	 				Energy	efficient	switching	technology
•	 				1.8	meter	output	cord
•	 				Female	plug:	5.5	x	2.1mm
•	 				UL,	cUL	Approved

MODEL	NO.	 				OUTPUT	 ADDITIONAL	SAFETY

IL-PS-	 	 5V	 2.6A	 PSE
IL-PS-	 	 6V	 2.5A	 PSE
IL-PS-	 	 7V	 2.14A	 PSE
IL-PS-	 	 9V	 1.66A	 PSE
IL-PS-	 	 12V	 1.25A	 PSE
IL-PS-	 	 15V	 1A	 PSE
IL-PS-	 	 18V	 0.825A	
IL-PS-	 	 20V	 0.75A	
IL-PS-	 	 24V	 2.625A	

sPeCiFiCATions

inPUT	 	 VOLTAGE	 	 AC90V-264V	UNIVERSAL	FULL	RANGE
	 	 FREQUENCY	 	 47-63HZ
	 	 CURRENT	 	 600MA
	 	 LEAKAGE	CURRENT	 <0.25MA

oTHers	 START	UP	TIME	 	 <1000MS@MINIMUM	AC	INPUT
	 	 RISE	TIME	 	 <100MS
	 	 HOLD	UP	TIME	 	 >20MS@230VAC/50HZ	INPUT
	 	 COOLING	 	 NATURAL	COOLING

enVironMenT	 TEMPERATURE	 	 OPERATING;	0-40C;	STORAGE;	-10-75C
	 	 HUMIDITY	 	 OPERATING;	20%-85%;	STORAGE;	105-95%	(NON	CONVERSING)

MTBF	 	 50	K	HOURS

sAFeTy		 UL60950-1,	CSA	C22.2	NO.60950-1,	EN	60950-1,	IEC	60950-1
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