
RF EP-2809-2ZRC
CONTROLLER

EPICTM GLOBAL SYSTEM

• Remote LED Dimmer

• High sensitive & high stable touch color wheel, fast & precise color control.

• Enable to control 2 zones separately. Each zone can switch on/off separately.

• Changing modes of 2 zones can be synchronized without any confusion.

• 1 changing modes. Enable to stay at any color under situation of color changing modes.

• Adjustable changing speed with 8 levels, quickest speed is 4 S, slowest speed is 256 S.

•  To work with power repeater to expand output unlimitedly.

SENDER: (MODEL: EP-2809-2Z-RC)

Working temepature: 4.5V(3×1.5V  7 AAA battery)

Working current:  <22mA

Dormancy current:  <20μA

Working frequency: 434MHZ/868MHZ/915MHZ (optional)

Transmit power:  ≥5dBm

RECEIVER: (MODEL: EP-1005-EA-2Z-CVC)

Input current:   3CH×5A max  

Output Current: 3CH×(60-180W) max - Constant 

Voltage

Working Frequency: 434MHZ/868MHZ/915MHZ 

(optional)

RF LED RGB Controller EP-2809-2ZRC 
2 Zones

SPECIFICATIONS

BEYOND THE LIMITS!
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