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EPIC’S EP-TOUCH3 DMX CONTROLLER

Speci�er’s Reference

Project

Type

Model No.

Comments or Special Instructions

FEATURES

Website: www.epiccontrollers.com   

EP-RS232-ADVEPICTM GLOBAL SYSTEM
BEYOND THE LIMITS!

EP-RS232-ADVEPICTM GLOBAL SYSTEM

�e third generation EP-TOUCH  is the �agship controller from Epic Globl 
Control System. �e EP-TOUCH-3 can be adapted to any environment. Control 
dynamic lighting inside a house, bar, o�ce block, shopping center, hotel or even a 
landmark. With 1024 DMX output channels and the ability to store 500 scenes 
across 10 zones, the DE3 is one of the best value controllers on the market today.

Package  Interface, sdcard, datasheet, cdrom, usb cable

Software  ESA + ESA PRO on PC/Windows,      ESA2 on PC + MAC

Mobile Application DMX Lightpad 3 + ARCOLIS on  iPhone/iPad/Android

Available colors Black frame, various front panel design

Standards  EC, EMC, ROHS, ETL, UL (some are in process)

Temperature -10ºC to 45ºC

Dimensions 5.7 x 4.17 x 0.43 in   Complete package  6.96 x 5.74 x 1.88 in

Weight  247 g   8.71 oz        Complete package  492 g  17.4 oz

OPTIONS / ACCESSORIES

RJ2BLOCK RJ45 to connector block converter for POWER+DMX

POWER4MD edicated power adapter 110-220V to 6VDC

VERSIONS WHITE OR BLACK front panel, choices of wheel design


